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Specifications
Horizontal Resolution . . . . . . . . . . . . . . . . . . . .580 TV lines
Image Device . . . . . . . . . . . . . . . . . . . . . . . . . SONY 1/3” Interline transfer type Super-HAD*

768 (H) x 494 (H)
Built-In Lens . . . . . . . . . . . . . . . . . . . . . . . . . .4-9mmVarifocal DC Auto Iris Lens
Optional Auto Iris Lenses . . . . . . . . . . . . . . . . . .4-12mm Auto Iris, 2.6-6mm Auto Iris
Min. Object Illumination . . . . . . . . . . . . . . . . . .0.5 lux at F1.2 (AGC ON)
Effective Picture Element . . . . . . . . . . . . . . . . . .410K
Backlight Compensation . . . . . . . . . . . . . . . . . .ON / OFF
White Balance . . . . . . . . . . . . . . . . . . . . . . . . .AW B (Auto) + 9 overrides
Electronic Shutter . . . . . . . . . . . . . . . . . . . . . .1/60-1/100,000 seconds
AGC . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Built-in (ON)
Synchronization System . . . . . . . . . . . . . . . . . . Line lock in 24V AC,V-Phase adjustable in 24V AC
Scanning System . . . . . . . . . . . . . . . . . . . . . . .2:1 Interlace - 525 Lines / 60 Fields / 30 Frames
S/N Ratio . . . . . . . . . . . . . . . . . . . . . . . . . . . .Greater than 50db (AGC OFF)
Function Switches . . . . . . . . . . . . . . . . . . . . . . White Balance Indoor, outdoor mode (AWB 1,2,3)

/ Anti-Color Rolling Mode (ANTI-CR) / Sync Matching Line
Lock Setting (LL/INT) / Backlight Compensation Off Mode
(BLCOFF) / Flickerless Mode (FLKON) / Auto Gain Control
UP Mode (AGCMAX) / Mirror Image Mode (MIRROR) /
Mechanical Iris Light Control Lens (MIRIS)

Video Signal Output . . . . . . . . . . . . . . . . . . . . .1.0V (p-p) NTSC Composite Video
Power Source . . . . . . . . . . . . . . . . . . . . . . . . .Accepts both 12V DC and 24V AC
Power Consumption . . . . . . . . . . . . . . . . . . . . .200mA
Operating Temperature . . . . . . . . . . . . . . . . . . .14˚F to 122˚F
Weight . . . . . . . . . . . . . . . . . . . . . . . . . . . . .1.7 lbs.
Dimensions . . . . . . . . . . . . . . . . . . . . . . . . . .6.29” (W) x 3.89” (H)

580 Line Dual VoltageWall/Ceiling Mount Color
Indoor Dome Camera with Auto Iris Varifocal Lens

BenefitsFeatures
Wall or ceiling mounting through the use
of a unique internal 3-way camera bracket . . . . . . . . . . . .Look straight down a wall with no loss of coverage

4-9mm Auto Iris Varifocal Lens . . . . . . . . . . . . . . . . . . . . . . .Optional varifocal lenses are available

Supplied with a tinted “lined” dome . . . . . . . . . . . . . . . . . .Conceals camera position

12VDC/24V AC operation . . . . . . . . . . . . . . . . . . . . . . . . . . .For versatility when installing

Line lock and V-Phase in 24V AC mode . . . . . . . . . . . . . . . .For extra stability

10 Internal DIP switches . . . . . . . . . . . . . . . . . . . . . . . . . . . . .Adjustable for maximum picture quality

2ndVideo Output . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .For Test monitor
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